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Material Safety Data Sheet

Section 1. Chemical Prodict and Coptpany | Tdentification .

CommonName  Yarathane® Liquid Plastic Extenor Code Liquid Plastic Exterior
. e = Wood Finish@® Product
Wood Finish® - Super Build oo oy o LrouER
Formula
Supplier The Flecto Company, inc. MSDS# December 1997‘
1000 45t Strest TECA Inventory ml raw materials are
Oakland, California 94608 listed,
Validation Date  12/29/97
Synooym g2-02, 93.02 VOC <350 ofl (2.9 bsigal) Print Date 12729757
Trade pame Varathane® Liquid Plastic Exterior Wood Finish@ ==
Material Uses Use on bogts, patio furniture, exterolr doors, etc. Emerpeacy Egé? ;%?ggzzhone.
For Information Cali:
Manufacturer The Flecto Company, Inc. 800-635-3285

1000 45th Street

Gakland, California 24605

‘;m‘

" Saction 2. Compositiors.and Information on' fnyreﬂienfs

“LCiba

Name CAS # % by TLV.’PEL
Weight
Mineral Spirits 064742478 |<23.0 TWA: 100 (ppm) Not available.
Light aromatic solvent naphtha D64742956 |<15.0 TWA: 50 {ppm) fromn OSHA | Not available.
{petroleum)
Xylere 001330207 |<3.0 TWA: 100 CEIL: 150 (ppm) |ORAL (LD5Q): Acute: 4300
TWA: 435 CEIL; 855 (mg/m?®) |mg/kg [Rat). 6100 mg/kg
[Rat].
Primary amyl aicohol 000071410 | <8.0 Not available. Not avaitable,
Ethylbenzens DODID0C414 | <0.5 TWA: 100 CEIL: 126 (ppm) | ORAL (LD50D): Acute: 3500
TWA: 435 CEIL: 545 {ma/m?) |mglkg [Rat). DERMAL
{LD50Y: Acute: 5000 malkg
[Rabbit].
Meity! ethyl ketoxime QQ0Q86297 1=0.5 Not available. Not available,

- Section . Hazmzis ldenﬁfﬁ:aﬂon

Emerpency Overview

Effects

EfTects

Target Organs:
Routes of Entry

Medical Conditions
Aggravated by
Overaxposure:

Qverexposure:

Potentiaf Acute Health

Pateatial Chronic Health

Signs and Symptoms of

May cause eye imitation. May cause skm irntaﬂon May be harrnful or fatal if swaillowed.

contact.

Hazardous in case of eye contact, ingeston, and inhalation. Slightly hazardous in case of skin

Non-sensitizer for skin. Nan-permsator by skin.
CARCINOGEMIC EFFECTS: Not gvailabis.
MUTAGENIC EFFECTS: Not available.
TERATOGENIC EFFECTS: Not available.
DEVELOPMENTAL TOXICITY: Not available.

Not available.

Eve contact. |nhatation. Ingestion.

There i3 no known effect from chronic expesure to this product. Repeated or protonged exposyre

is not known to aggravate medical condition.

Mot available.

[ TContnvedon NextPage . "




Varathane® Liquid Plastic Exterior Page Number: 2
Wood Finish® - Super Buiid Formtuia

" Section 4, First Ald Measures™ : | . * . 7 SR R
Eye Contact Check for and remova any contact lenses MMEDIATELY flush eyes with running water for at
least 15 minutes, keeping eyelids open. COLD water may be used. DO NOT use an eye

cintment. Seek redical attention,

Skin Contact Gently and thoroughly wash the contaminated skin with running water and non-abrasive soap. Be
particularly careful to clean folds, crevices, creases and groin. COLD water may be used. Cover
the irritated skin with an emollient. If irritation persists, seek medical atiéntion, Wash
contaminated clothing before reusing.

Hazardous Skin Contact  Wash with a disinfectant scap and cover thg contaminated skin with an anti-bacterial cream.
Sesk medical attentlon,

Inhalation Allow the victim to rest in a well ventilated ares. Seek immediate medical attention,

Hazzrdous Inhalation Evacuate the victim 10 a safe area as soen as possible. Loosen tight clothing such as a collar, tie,
belt or waistband. If breathing is difficult, administar axygen. [f the victim is not breathing, perform
mouth-10-mouth resuscitation.

Ingestion DO NOT induce vomiting. Examine the lips and mouth o assertain whether the tissues are
damaged, a possible indication that the toxic material was ingesied; the absence of such signs,
however, Is not conclusive. Loosen tight clathing sueh as a collar, tie, belt or waisthband. If the
vietim is not breathing, perform mouth-to-mouth resuscitation. Seek immediate medical attention.

Hazardous Ingestion No additional information.

Section 5, Fire and.Explosion Data 7 0T 0

Flammabllity of the Combustible.

Product

Autp-Ignition Temperature The lowest kKnewn value is 218°C (424.4°F) (Mineral Spirits),

Flash Polnts CLOSED CUP: 40.5"C (104.9°F). (Setaflash.).

Flammable Limits The greatest known range is LOWER: 1.1% UPPER: 6% (Mineral Spirits)

Products of Combustion  These products are carpon oxides (CO, CO2), nitrogen oxides (NO, NG2)

Fire Hazards in Presence of Flammabla in presence of open flamas and sparks.

Various Substances

Explosion Razards in No danger known.

Presence of Varions

Substances

Fire Fighting Media SMALL FIRE: Use DRY chemicals. CO2, water spray or foam.

and Instructions LARGE FIRE; Use water spray, fog or foam. DO NOT use water jet.
Special Remarks ou Combustible. T

Fire Hazards

Special Remarks on No additionai remark.

Explosion Hazards

- Section 6. Accitental Rélease Meas pU
Small Spill Mop up, or absorb wnh ah inert DRY material and place in an appropnate wasie disposal

container.
Large Spiil Combustible material. Keep away from heat. Keep away from sources of ignition. Stop leak if

without risk. Be careful that the product is not present at a concentration level above TLY. Check
TLV on the MSDS and with local authorities.

T ]

| Cortinticd on Next Page"




Varathane® Liquid Plastic Exterior Page Number: 3
Wood Finish® - Super Build Formuia

Sectian 7. Hand}m rid; Storag
Handling After handling, always wash hands thoreughly with 5oap and water

Storage Keep container dry. Ground all equipment contalning material. Keep container fightly closed.
Keap in a coo!, well-ventilated place. Combustible materials should be stored away from axtreme

heat and away from strong oxidizing agents.

“Section 8. Expasure Controls/Pers onaf"Prdteéttcm E ‘
Engineering Controls F’rowde exhaust ventllatlnn or other engineering cnntro[s to keep the airborne concentrations of
vapors below their respective threshold limit value. Ensure that eyewash stations and safety
showers are proximal to the work-station location.
Personal Protection Lab coat Vapor respirator. Be sure to use a MSHA approved respiratar or equivalent. Gloves
(impervious). Safely glasses.

Personal Protection in Case Splash goggles. Full suit. Vapor respirator. Boots. Gloves. A self contained breathing

of a Large Spill apparatus shouid be used to avoid inhalation of the product. Suggested protective clathing might
not be sufficlent; consuit a specialist BEFORE handling this product.

Chemicat Name or Product Name CAS # Exposure Limits
Mineral Spirits 054742478 TWA: 100 (ppm)
Light aromatic solvent naphtha (petroleum) 064742956 TWA: 50 (ppm) from OSHA
Xylena 001330207 TWA: 100 CEIL: 150 (ppm}

TYWA: 435 CEIL: 655 (mg/m®)
Prirmary armyl alcohal 000071410 Not available,
Ethylbenzene 600100414 TWA: 100 CEIL: 125 (ppm)

TWA: 435 CEIL: 545 (mg/m?)
Mathyl athyl ketoxime Q00086297 Not availatie.

Physneal state and Odor Hydrosarbon.

appearance

Molecnlar Weighi Not appiicable, Taste Mot available.

PH (1% soln/water) Not available. Color  Light straw.
Boiling/Condensation Point Weighted average: 151.54°C (304.8°F)

Melting/Sublimation Point Not available.

Critical femperatnre Not available.

Specific Gravity 0.91 (Water= 1)

Vapor Pressure Weighted average: 2.65 mm of Mg {@ 20°C)

Vapor Density The highest known value is 4.9 (Air = 1) (Mineral Spirits).

Volatility <45% (viv).

Odor Threshold Nat available,

Evaporation rate Not avallable.

Viscosity Not avallable.

Water/Oil Dist, Coefl. The preduct is mere soiuble in oil.
TIomnicity {in Water) Not available.

Dispersion Properties Not available.

Solubility Soluble in mineral spirits.
Physical Chemiesl Not available.

Comments




Varathane® Liquid Plastic Exterior Page Number: 4
Wood Finish® - Super Build Formula

Chemical Stability e productIs stable.

Conditions of Instability  No additional remark.

Incompatibility with None known.
varigus substances

Hazardous Decomposition  Nof available.
Produets

Hazardous Polymerization MNo.

" Section 11. Toxicological Tnformation:

’l‘oxmty to Animals Asute oral toxicily (L050); 4300 mg‘kg [Rat). {Xylena).

Chronie Effects on Humans Not available.

Other Toxic Effects on Mazardous in case of skin contact (irritant), of eye contact {irfitant), of inhalation.
Humans Shghtly hazardous in case of ingestion.

Special Remarks on No additional remark.

Toxicity to Animals

Special Remarks on No additional remark.
Chronic Effects on Humans

Special Remarks on other  No additional remark.
Toxic Effects on Humans

Section 12. Ecologlcal atormation

Ecotoxicity Not available.

BODS and COD Not available.

Products of Biodegradation Possibly hazardaus short term degradation products are not likely.

Toxicity of the Products  The products of degradation are less toxic than the product itseif.
of Biodegradation

Special Remarks on the No additional remark.
Products of Blodegradation

Sectioni 13. Disposal Conisiderations =~ ' |

Waste information Use product of recycle. Cansutt Iocal or regkmal authunt'les

Wagte gtream Consuit tacal or regional authorities.

Section 4. Transport Iniona

N e ——t— it S

than 37.8°C (100°F). Not regulated for highway travel:

'DDT Classification DOT CLASS 3 Combushbla liquid with @a flagh point greater
Considered flammable for air or cesan transport. UN1263 @

Froper Shippiag Name Paint

DOT ldentification Mot regulated for highway travel; Considered flammable for air or ocean transport. UN1263
Number

Packing Group I

Maritime trapsportation  Not available.

b}

[ Continuwed'on NextPage




Varathane® Liquid Plastic Exterior " Page Number: 5
Wood Finish® - Super Build Formula

Reportable Quantity

Hazardous Substances  * Not available.

Special Provisions for
Transport

No additional remark.

TDG Classification TDG CLASS 3: Flammable liguid.

ADR Classification ADR CLASS: Flammable liquid 0. Non-toxic and non-corrosive liquid with a flash point between
21°C (70°F} and 100°C (212°F).

IMDG Classification IMDG CLASS 3: Flammable liquid,

TATA Classification IATA CLASS 3 Flammable liquid.

" Section 15 ReguIatory InTorano R

Federal and State SARA 311/312 MSDS distribution - chemical inventory - hazard identification:

Regulations

3-iodo-2-propynyl buty| carbamate;

Xylene; 3-iodo-2-propynyl butyl carbamate; Ethylbenzene; Diethylene Glycol Monomethyl
Ether; Manganese Compounds; Diethylene glycol monabuty ether. Dipropylene glycol
monamethyl ether; Glycal Ether;

CERCLA hazardous substances:

3-iodo-2-propynyl butyl carbamate; Diethylene glytol monobutyl ether; Dipropylene glycol
monomethyl ether: ; Glycol Ether,

Other Clamifications

IWHMIS {(Canada) WHMIS CLASS B-3; Combustible liquid with a flash point between 37.8°C
(100°F) and 93.3°C {200°F).

WHMIS CLASS D-2A; Material causing other toxic effects (VERY TOXIC).
WHMIS CLASS D-2B: Material causing other toxic effects (TOXIC).

Canadian CEPA DSL:
Regulatory Lists
Produci(s}: Xylene, Mineral Spirits
DSCL (EEC) R10- Flammable.
R18- In use, may form flammable/explosive vapor-air mixture.
International Ne products were found.
Regulatory Listz

Section 16, Other Information. ..

National Fire

HMIS (U.8.A.) Fire Hazard

Protec_:tiqn ekt Reaetivity
Biirs a0 Association (I1.S.A.) Specific hazard
Personal Protection | (o

References Primarily MBDS Infarmation on components.

Other Special VYOG <380 g/l (2.9 be/gal): Typlcally packaged in metal (stesl) quarts and one gallon containers.

Considerations

Valldated by Ken Trautwein on 12/20/97. Verifled by Jim Tuck.

Printed 12/29/97.

l Continued-on NeXtRage: - - - - 107wt




Varathane® Liquid Plastic Exterior Page Number: 6

Wood Finish® - Super Build Formula
mergency phone:
800-255-3924
For Information Call:
BDO-635-3286
S M —

Notiee gg,w_lleml:leur

T tig bext' of war knowicdge, the informattan coutalved kenei)) is accurate. Huwever, saithor the abave named supplier wor any of #y anbsidinviet aprumen avy Liabdlity swhassasver far the acouracy wr cuompliienssy
of the Infarmation comuined Eerci. FInal Aacominarton af sukad¥ey of any maverinl 8 (e solt responsibllity af the user, AN materiely may presewt gnknirva Aayards and shenld be el with caitian.  Aithouph
coraiu kazaray ove describad harein, we eannoy yuaraatee i these arv the ondy bacardy ehal evig.
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